
FEATURES	
Output Type 			   Constant Voltage
Dimming Type 			   PWM
Dimming Range (CW)		  0.5% - 100%
Dimming Range (RGB)		  0.5% - 100%
IP Grade 				    IP20
Insulation Class			   Class 2
	

INPUT	
Rated Input Voltage 	                                 12Vdc OR 24Vdc
No Load Power <			   <0.5W

OUTPUT	
Output Current 			   10A max on one or all channels combined
Output Power 			   120W @12Vdc OR 240W @24Vdc
Number of Output Channels 		  1CH/2CH/3CH/4CH/5CH (Select Profile)
Current Ripple			   <20%
Start Delay Time 			   <500ms
	

ENVIRONMENT & PROTECTION	
Ambient operating temperature range	 5°C - 45°C
Storage Temperature		  5°C - 45°C
Max case temperature		  75°C
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Unwired Connect
product specification

S t r i p  L i g h t  C o n t r o l l e r 
C o n s t a n t  V o l t a g e  1 0 A

Dimensions (LxWxH) 123mm X 37mm X 22mm

PROTOCOL SUPPORTED
Casambi BLE Mesh



Note: The DC voltage of the strip should match with the output of SMPS
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Wiring Diagram For Strip Light Controller 5A/10A
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